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                 WATER      RETICULATION    NOTES

2 - Valves for cold water to be full-way gate valves to BS

      1952-1956 or  ball-valves.

3 - All pipes to be suitably supported by brackets or holder-batts

     fixed to  walls.

4 - Spacing of pipe supports :

                                              18mm   or less -2m;

                                               20mm to 28mm  -2.5m;

                                               32mm to   50mm -3m

       with canvas  lagging.

5 -   All pipes through walls, beams and slabs are to be sleeved.

6.-   Sleeves shall be black steel to BS 1387 medium or PVC tube.

7.-   Space between pipe and sleeve shall be chalked with asbestos

       chord.

8.-   No joints to be embedded in walls except for showers.

9. - All water lines to sanitary appliances to be valved.

10. - any discrepancies, errors or omissions to be brought to

        the engineer's attention  immediately after being noticed.

1. Water pipes shall be of copper to BS 2871 part 1

    with fittings connex or similar approved compression or cappilllary fittings.

                                                                        11.  WATER CLOSETS IN CELLS TO BE HEAVY DUTY FLUSH MASTER TYPE

                                                                          12.   WASH HAND BASINS IN CELLS ; PIPEWORK TO BE COVERED IN BRICK
                                                                             WORK WITH A DUCT ACCESSIBLE FROM THE OUTSIDE

 Key

W.H.B- Wash Hand Basin
W.C - Water Closet
S.S.S - Stainless Steel Sink
S.H.W.R - Shower
F.H.R - Fire Hose Rill
F.E - Fire Extinguisher
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